Xenon-Emerald 2.2/50 M Schneider

WP KREUZNACH

Large format 50 mm focal length lens covering up to 43.2 mm image
circle, optional with V48-Mount or F-Mount developed for cameras with
29 megapixel sensors.

Distinguish a low distortion for a high optical quality over the entire
image field of 43.2 mm ideal for scanning. Usable for VIS range to NIR
as needed for web inspection.

The robust and compact housing with lockable focus and iris setting

makes this lens ideal for sorting systems in factory environmental.
Xenon-Emerald 2.2/50

Key features Applications

e For large sensors up to 43.2 mm diagonal * Web inspection

e With V48-Mount or F-Mount available e Scanner

e Lockable focus and iris setting e Logistic

¢ 400 nm to 1000 nm broadband AR coating e Sorting systems

Name Xenon-Emerald 2.2/50 Name Xenon-Emerald 2.2/50
Type -0002 Weight [g] 203
Focallengthfmm] | 50 Storagetemperaturel’Cl| 25470
Magnification | 0167 el | 5121
Resolutonfum] | 365  S_foel | 218
Fiéange | 2216 MWl | 1090
NA O om e, 1074
Imerface | FMount S bmwl 2394
Working distance fmm] | ¥ S, o 281
AVEL 6 sdfoml | 3559
Foascontol | manal D 1062672
Tansmission o] | 400 - 1000
Fiterthread fmm] | M43 %075
Dimensions LxDfmml | 132x490
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Relative Illumination vs. Image Height
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Xenon-Emerald 2.2/50 —%?&'ﬂ%

Spectrum Name VIS
Wavelenghts [nm] 425 475 525 575 625 675
Weights 8 16 23 22 19 13
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Xenon-Emerald 2.2/50 —em#

Accessories Mount Length ID
V 48 / C-Mount - 25081

- vag/Mazx1| o o787

Aaper
V48 /M 42 x0.75 - 1077013

S V4g/M58x075| o 1o7sss6

- v 48 Omm| 1072661
Ext.Tube | V 48 25 mm 7””7”””1”072651
V48 50 mm 1072662
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Get more information A Schneider

Contact our local offices WP KREUZNACH

Headquarter Germany

Jos. Schneider Optische Werke GmbH
RingstraBe 132

55543 Bad Kreuznach

= +49 671 601 205

=4 cs@schneiderkreuznach.com
www.schneiderkreuznach.com

Offices Worldwide

China
@ +86 755 8832 1170
4 shawn.liu@schneider-asiapacific.com

North America

= +1 800 645 7239 (East Coast)
= +1 800 228 1254 (West Coast)
4 info@schneideroptics.com

Singapore
= +65 9488 0062
=4 thongv@schneiderkreuznach.com
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