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1/1.8" MEGAPIXEL MOTORIZED ZOOM
MEGAPIXEL

ZOOM

Format (") 2/3

Mount C

Focal Length (mm) 15-360

Angle of View (HOR)° 32.3-1.4

M.O.D. (m) 5.0

Effective Aperture Front (φmm) 66.0

Rear (φmm) 13.8

Front Filter Thread (φMxP=) 77 × 1

Dimensions (WxHxD)mm 101×102.4×221.1

NO. MODEL NO. Aperture (F) Weight (g)

1 M24Z1527M-MP ZOOM 3 MOTOR 2MP 2.7-22C 2200

2 M24Z1527MP-MP ZOOM 3 MOTOR PRESET 2MP 2.7-22C 2240

3 M24Z1527MS-MP ZOOM 3 MOTOR SPOT FILTER 2MP 2.7-500C 2200

4 M24Z1527MSP-MP ZOOM 3 MOTOR PRESET SPOT FILTER 2MP 2.7-500C 2240

5 M24Z1527AMS-MP ZOOM VIDEO SPOT FILTER 2MP 2.7-500C 2140

6 M24Z1527AMSP-MP ZOOM VIDEO PRESET SPOT FILTER 2MP 2.7-500C 2180

7 M24Z1527DC-MP ZOOM DC SPOT FILTER 2MP 2.7-500C 2140

8 M24Z1527PDC-MP ZOOM DC PRESET SPOT FILTER 2MP 2.7-500C 2180

9 M24Z1527K-MP ZOOM P-iris 2MP 2.7-22C 2130

10 M24Z1527KP-MP ZOOM P-iris PRESET 2MP 2.7-22C 2170
ー

M24Z1527-MP Series
f 15-360mm, F2.7 24  X

※ Override and Iris preset models are acceptable. Please contact us. 
※ P-iris lenses can only be controlled by specifically designed cameras with P-iris software. 
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